K e o —— — — T r l femy T m e m = e
PR I T SR :

ILLUSTRATION / INSTRUCTIONS
CEILING PANEL AND DUCT HOSE KIT FOR TAD-T32G

Air Conditioner

SCREW D9
(Part # 20456257)

25" X25°
WHITE CEILUNG PANEL I |

NOZZLE FITTING
(Pan ¥ 20456653)
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EXHAUST-00CT:HOSE=""

{Fle::ble TubuE] .
(Part #20&56659]

NOTE
i Exhaust Duct
Connector -
(Part #22740250) T~ Air outlet

EXHAUST DUCT HOSE "B" )
(Flexidle Tube)

(Parc #22740449)

Included in che unit package

NOTE: ’ " | :

CDNNECT THE EXHAUST. DUCT HOSES TOGETHER BY EXTENDING 4” TO 6“ OF THE
PLEATED ENDS OF HOSE “AY AND “B” AND THREAD (TWIST CLOCKWISE} HOSE “B”
INTO HOSE “A” AND ATTACH HOSE TO THE AIR OUTLET OF THE UNIT.

FOR IYIAXIIVIUM COOLING PERFORMANCE, IT IS RECOMMENDED NOT TO STRETCH
THE DUCT HOSE MORE THAN 10°.

IMPORTANT: | ’ ¥

TO ELIMINATE RELEASING MOISTURE INTO THE CEILING AREA, IT WILL BE

NECESSARY TO CIRCUMVENT THE SELF-EVAPORATING FEATURE OF THE TAD-T32G j
BY USING A GRAVITY-FED DRAIN HOSE CONNECTED TO THE WATER OUTLET "

FITTING LOCATED AT THE BASE ON THE REAR SIDE OF THE UNIT. PLACE THE HOSE
OUTLET INTO A CONTAINER TO COLLECT CONDENSATE. -
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